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SUPERIOR QUALITY





Cellosene® ultra absorbent, diverse cellulose wadding used in a

variety of clinical and medical applications. It is a non-lint 
multi-layered folded structure offering extra softness and thickness, with high absorbent capabilities.
This uniquely structured multilayered material offers excellent

fluid management allowing rapid diffusion of fluids directly in to

the wadding. Cellosene® is a highly effective absorbent wadding for supplementary wound care. For extra absorbency simply cut to size required and place on top of the primary wound dressing.

Cellosene® is an excellent absorber in many trauma and spill situations. Excellent results are also obtained as an absorbent

packing material in mortuary processes and applications.
· Ultra absorbent multi-layered tissue

· A uniquely folded structure offering rapid diffusion of fluids

· Medical and Clinical applications within the NHS and laboratory       processes

· Lint-free, clean and safe

· Highly absorbent high bulk with a convenient roll size

· Latex free therefore ideal disposal by incineration maceration.
	Cellosene® specification :

	

	Structure: 16 Ply Cellulose fibre tissue

	Absorbency: Nominal absorbency—3660ml/m2. Nominal absorbency per 500g Pack : 5000cc. Minimum absorbency tolerance : 10% below nominal absorbency according to test specification TM001 (available on request)

	Nominal dimensions : Length 1000mm x width 1050mm .      Tolerance +/- 5%

	Weight: 500g

	Packaging: Cellosene® absorbent wadding is supplied in 500g sealed bags. 24 packs per box

	Box size: 460mm x 510mm x 410mm (height)



HEXAGON INTERNATIONAL (GB) LIMITED

Tel/Fax ENGLAND (44) 1442 871710
E-mail info@hexagonlimited.com 
Cellosene®: Highly Absorbent Multi-Layer Tissue








�








